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AISIDESIGHATION

ALS] 3041513041
ALS] 3047AIS 13041
ALS] 3041513041
AlS] 304/AIS1304L
AlS] 304A1S1304L

AISIDESIGNATION

AlS] 316/AISI3T6L
AlS] 3T16AISI3TEL
AlS1 3T6/AISIZT6L
AlS] 3T6AISIZTEL
AlS] 3T16/AISI3T6L
AISI 316Ti

AISIDESIGNATION

AlS] 3105

AlS1DESIGHATION

AlS] 430

AT DESIGHATION
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FINISH DESCRIPTION

Haot rolled

Cald ralled+mimar finish
Cold rolledsmatt

Satin finish grit 400
Seotch satin finish

FINISH DESCRIPTION

Haot rolled

Cold rolledsmimar finish
Cald ralledematt

Satin finksh grit 400
Seoteh satin finish

Hot rolled

FINISH DESCRIPTION

Hot rolled

FIHISH DESCRIFTION

Hot rolled

FIHISH DESCRIPTION

Hat rolled




USLC STAINLESS STEEL
DESIGNATIONS
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Basic austenitic stainless steels for general purposes according to UNE EN 10088-2:2008

NUMERICAL DESIGNATION | SYMBOLIC DESIGNATION AlSI DESIGNATION

1,4301 /11,4307 | X5CrNi18-10/X2CrNi18-9 - AISI 304/AISI1304L
1,4301 /11,4307 - X5CrNi18-10/X2CrNi18-10 AISI 304/AISI304L
1,4301 /71,4307 - X5CrNi18-10/X2CrNi18-11 © AISI 304/AISI304L
1,4301 /11,4307 X5CrNi18-10/X2CrNi18-12 - AISI 304/A1S1304L
1,4301 /11,4307 . XS5CrNi18-10/X2CrNi18-13 AISI 304/AIS1304L

Austenitic stainless steels resistant to pitting corrosion according to UNE EN 10088-2:2008

NUMERICAL DESIGNATION SYMBOLIC DESIGNATION - AIS| DESIGNATION
1,4401 / 1,4404 - X5CrNiMo17-12-2 /X2CrNiMo17-12-2 ~ AISI 316/AISI316L
1,4401 /11,4404 - X5CrNiMo17-12-2 /X2CrNiMo17-12-3 | AISI 316/AISI316L
1,4401 / 1,4404 . X5CrNiMo17-12-2 /X2CrNiMo17-12-4 AISI 316/AISI316L
1,4401 / 1,4404 | X5CrNiMo17-12-2 /X2CrNiMo17-12-5 AISI 316/AISI3T16L
1,4401 / 1,4404 X5CrNiMo17-12-2 /X2CrNiMo17-12-6 AISI 316/AISI3T16L
1,4571 | X6CrNiMoTi17-12-2 AlSI 316Ti

Refractory austenitic stainless steels according to UNE EN 10088-2:2008

NUMERICAL DESIGNATION | SYMBOLIC DESIGNATION - AIS| DESIGNATION
1,4845 X8CrMi25-21 ~ AISI310S

Ferritic stainless steels according to UNE EN 10088-2:2008

NUMERICAL DESIGNATION | SYMBOLIC DESIGNATION AlSI DESIGNATION
1,4016 . X6Cr17 ~ AlSI 430

NUMERICAL DESIGNATION | SYMBOLIC DESIGNATION  AISI DESIGNATION

1,4462 | X2CrNiMoN22-5-3 - 531803 (2205)




